




 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

加工部分 

Part 40. Switch controller and bezel installation. 
 
1.  The nut and the washer of the switch 
controller are removed. 
   
2. Find a suitable place to mount the switch 
controller and switch bezel.  As for drilling hole 
size, please refer to 2nd illustration.   
 
3. Make two holes, one for the switch and one 
for the LED. Refer to figure for sizing. After 
holes have been made, put switch controller in 
and test fit the switch bezel. 
 
4.  If everything fits correctly, remove paper 
backing and apply bezel into place. Reapply 
washer and nut back onto switch controller. 
Make sure area is clean so the adhesive will 
stick, otherwise clean area before installation. 
 
5.  Turn nut clockwise and lock into place. Do 
not over tighten. Make sure nut is snug and will 
not vibrate loose. 
  
Note: Please turn the adjustment knob to the 
“OFF” position. Align the knob to the off position 
on the bezel and put it on. 
 
6.  Plug in the 5 wire harness plug from the 
activation box to the switch controller.  
 
7.  Check to see that the plug is securely 
attached. Please make sure wiring does not 
come is contact with metal or any moving parts.  
Wire tie down any excess wires if necessary. 
Find a suitable location to mount the activation 
box.  

 

8.  Run all the wires, except the red wire from 
the activation box, to the passenger side glove 
box area. (Leave the red wire on the driver’s 
side for now.)

 Nut & 
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ECU/Under Dash wiring 
 
(Wiring for the activation box) 
 
1.  Remove the engine control computer cover underneath the passenger side glove 
compartment. *Hint: removing the Factory glove compartment will make this part of the 
installation easier.( To remove, unlatch glove box and pull in an upward motion. Box is clipped 
onto dash. 
 

2.  Connect to the blue wire coming out from the firewall (from the outside relay) to the blue wire 
coming from the activation box and to the #5 (green) wire coming out of the Fuel controller. 
**note:  blue – (blue + green) 

3.  Connect the yellow wire coming off the activation box to wire “A” on the ECU. This is location 
#21 on the 34 pin harness that is located as the first harness plug on the far left on the ECU 
(closest to the center console). 

 

4.  Connect the black wire coming off the activation box to wire “B” on the ECU. This is location 
#28 on the 34 pin harness that is located as the first harness plug on the far left on the ECU 
(closest to the center console). 

 

5.  Connect the red wire coming off the activation box to a +12V ignition source. It can be 
connected to the 12volt ignition on wire off the ignition key switch.  

 
(Wiring for the Fuel controller) 
 
6.  Find a suitable place to mount the fuel controller module. *Make sure the fuel controller does 
not come in contact with moving parts or won’t be damaged by parts or persons in the passenger 
side compartment. If the glove box is removed it makes this part a lot easier.  
 
7.  Using the wiring diagram on the next page. Wire up the 7 remaining wires from the fuel 
controller, using the included wire taps and connectors. Make sure there is sufficient slack on  
wiring so the unit and wires are not under unnecessary strain. 
 
* NOTE: Double check the color of the wires and location on the ECU before the final connection 
is made. Make sure the connections are secure and tight. Improper wiring and bad connection 
will cause the Supercharger to work intermitently and or cause engine damage. 
 
8.  Wire tie any loose wires and securely mount any loose parts. Reinstall the glove box and ECU 
cover after checking that all connections are secure.          
 
 
ECU arrangement differs depending upon car type * year system.   
* As for ECU arrangement car type * It differs year depending upon formula. Please note.  
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Blue Wire 
 
Corresponding color code chart 
B-O=black/orange line 
B-Y=black/yellow line 
B-W=black/white line 
B-L=black/blue line 
B-R=black/red line 
BR=brown 
Y=yellow 
 

 
REAR of car/PASS Compartment 
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４１．Fuel controller diagram

ECU Pin out diagram（NCP61、NCP65、および、All cars after8-2002） 
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Front of Car 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

39.  Locate main fuse box under the hood. 
Remove the fuel pump relay (listed asAM2). It 
is located in the engine compartment on the 
drivers side shock tower. Replace the 15A fuse 
with the supplied 20a fuse. 
 
40. Reconnect the the negative side of the 
terminal on the battery.  
 
41.  Remove the EFI fuse for 30 seconds to 
clear the memory from the ECU, then replace it. 
 
42.  Turn the Ignition key on for 20 seconds 
then off again. Do this 5 times to prime the fuel 
line pressure.  
 

43.  In order for the factory engine cover to 
fit, it is necessary to trim the factory engine 
cover to fit around the supercharger.  
 
44.  Turn the S/C activation switch to low 
and turn ignition key to “ON”,start the car 
and depresses the gas pedal at partial 
throttle to verify that the compressor 
activates.  
   
* Without starting the engine, turn the 
ignition on. The S/C clutch should engage. 
(47) Start  the engine, and after idling for 5-
10min it will disengage. This is normal 
procedure.  
 

Engine bay fuse box 

Pump 
Relay 

ＥＦＩ 

Trim factory cover
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